TRANSVERSE

SEE JOINT SEALANT

DETAIL NO. 2-13
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REINFORCING STEEL IS
NOT CARRIED THROUGH

THE JOINT

*

()

e & 4
"l

A
3{—3"MAX D

=

©
=<
EITHER ONE PIECE OR \ PAINT & OIL
THREADED SPLIT-TYPE ONE END
DOWEL MAY BE USED OF DOWEL Y

D* DENOTES DOWEL DIAMETER

PAVEMENT MINIMUM  MAXIMUM

DOWEL  DOWEL
THICKNESS

IN. LENGTH  SPACING  poweL DIA. & TYPE

<8 16 12 3/4-IN. BAR

8TO 115 16 12 1-IN. BAR

12T0 15,5 20 15 1-1/4-IN.BAR OR 1-1/-IN. 4
EXTRA-STRENGTH PIPE

16 TO 205 20 18 1-1/2-IN. BAR OR 1-1/-IN. 2
EXTRA-STRENGTH PIPE

2170255 24 18 2-INCH BAR OR 2-INCH EXTRA
STRENGTH PIPE

> 26 30 18 3-INCH BAR OR 3-INCH EXTRA

STRENGTH PIPE

REFERENCE: TM 5-825-3/AFM 88-6, CHAPTER 3,
RIGID PAVEMENTS FOR AIRFIELDS

CONTRACTION JT (TRANSVERSE) FOR DATE FIGURE
REINFORCED CONCRETE PAVEMENTS AUG 1992 2-10a




