DOWELED TRANSVERSE OR LONGITUDINAL

DETAIL NO. 2-13

DOWEL MAY BE USED
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D* DENOTES DOWEL DIAMETER
MINIMUM  MAXIMUM

PAVEMENT  pOWEL DOWEL

THICIPF\INESS LENGTH SPACING

IN. IN. DOWEL DIA. & TYPE

<8 16 12 3/4-IN. BAR

8TO 115 16 12 1-IN. BAR
1-1/4-IN. BAR OR 1-1/ IN. 4

12T015.5 20 15 EXTRA-STRENGTH PIPE

16 TO 20.5 g 1-1/2IN.BAROR1-1/ IN. 2

20 EXTRA-STRENGTH PIPE

21 TO255 24 18  2-INCH BAR OR 2-INCH EXTRA
STRENGTH PIPE

526 30 18  3-INCH BAR OR 3-INCH EXTRA

STRENGTH PIPE

REFERENCE: TM 5-825-3/AFM 88-6, CHAPTER 3,
RIGID PAVEMENTS FOR AIRFIELDS

CONSTRUCTION JT (DOWELED TRANSVERSE OR DATE FIGURE
LONGITUDINAL) FOR PLAIN CONC PAV'T AUG 1992 2-6a




